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Injection/Pressure Lines

Syringe Injection Lines .090 x .140

Syringe Injection Lines are designed to withstand 500 PSI. The Lines inside diameter of .090 allows fluids 
to transition from the .090 Syringe Lock without turbulence. These lines are manufactured from the same 
PVC material as Pressure Monitoring Lines. Outside diameter of this PVC Line is .140.

MF-06LB 6 inches = 15.2 centimeters

MF-12LB 12 inches = 30.5 centimeters

MF-24LB 24 inches = 61.0 centimeters

MF-36LB 36 inches = 91.4 centimeters

MF-48LB 48 inches = 121.9 centimeters

M-M Available upon request

Pressure Monitoring Lines .060 x .110
Pressure Monitoring Lines can be custom made to any length.  Listed below are the standard lengths 
maintained in stock. The PML’s are PVC with an outside diameter of .110 and an internal diameter of .060 
and will withstand 500 PSI.

(MF) Male-to Female Pressure Monitoring Lines

MF-06 6 inches = 15.2 centimeters

MF-12 12 inches = 30.5 centimeters

MF-24 24 inches = 61.0 centimeters

MF-36 36 inches = 91.4 centimeters

MF-48 48 inches = 121.9 centimeters

MF-60 60 inches = 152.4 centimeters

MF-72 72 inches = 189.2 centimeters

(MM) Male-to-Male Pressure Monitoring Lines.

MM-06 6 inches = 15.2 centimeters

MM-12 12 inches = 30.5 centimeters

MM-24 24 inches = 61.0 centimeters

MM-36 36 inches = 91.4 centimeters

MM-48 48 inches = 121.9 centimeters

MM-60 60 inches = 152.4 centimeters

MM-72 72 inches = 189.2 centimeters

MM-36 shown

MF-48LB shown

MF-48 shown
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Polyurethane  
High-Pressure Lines

Fixed Lock - High-Pressure Connectors
Fixed High Pressure Connectors are designed to withstand 1000 PSI. The Connectors are clear and flex-
ible.  The connector lines are supplied sterile.

P12-F187 12 inches = 30.5 centimeters

P20-F187 20 inches = 50.0 centimeters

P24-F187 24 inches = 61.0 centimeters

P30-F187 30 inches = 75.0 centimeters

P36-F187 36 inches = 91.4 centimeters

P48-F187 48 inches = 121.9 centimeters

P72-F187 72 inches = 189.2 centimeters

ROTATOR lock - High-Pressure Connectors
Rotator High Pressure Connectors have a male rotating lock and are designed to withstand 1000 PSI. 
The Connectors are clear and flexible.  The connector lines are supplied sterile.

P12-R187 12 inches = 30.5 centimeters

P20-R187 20 inches = 50.0 centimeters

P24-R187 24 inches = 61.0 centimeters

P30-R187 30 inches = 75.0 centimeters

P36-R187 36 inches = 91.4 centimeters

P48-R187 48 inches = 121.9 centimeters

P72-R187 72 inches = 189.2 centimeters
P48-R187 shown

P48-F187 shown
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Braided  
High-Pressure Lines

Fixed Braided High-Pressure Connectors
Fixed Braided High Pressure Connectors are designed to withstand 1200 PSI.  The connector lines are 
supplied sterile.

B10-F071 10 inches = 25.0 centimeters

B12-F071 12 inches = 30.5 centimeters

B15-F071 15 inches = 37.5 centimeters

B20-F071 20 inches = 50.0 centimeters

B24-F071 24 inches = 61.0 centimeters

B30-F071 30 inches = 75.0 centimeters

B36-F071 36 inches = 91.4 centimeters

B48-F071 48 inches = 121.9 centimeters

B60-F071 60 inches = 152.4 centimeters

B72-F071 72 inches = 189.2 centimeters

ROTATOR Braided High Pressure Connectors
Rotator Braided High Pressure Connectors have a male rotating lock and are designed to withstand 1200 
PSI.  The connector lines are supplied sterile.

B10-R072 10 inches = 25.0 centimeters

B12-R072 12 inches = 30.5 centimeters

B15-R072 15 inches = 37.5 centimeters

B20-R072 20 inches = 50.0 centimeters

B24-R072 24 inches = 61.0 centimeters

B30-R072 30 inches = 75.0 centimeters

B36-R072 36 inches = 91.4 centimeters

B48-R072 48 inches = 121.9 centimeters

B60-R072 60 inches = 152.4 centimeters

B72-R072 72 inches = 189.2 centimeters

B30-F071 shown

B60-R072 shown
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Special Procedure Devices

8014 TORQUE ADAPTER

Torque adapter can be locked on the end of a guide wire by inserting the guide wire 
into the torque adapter and screwing it to a closed position. This gives the physician 
a secure finger hold with which to torque an (in situ) guide wire. The 8014 Torque 
Adapter specifically captures guidewires as small as .014 but no larger than .021.

8035 TORQUE ADAPTER

Torque Adapter can be locked on the end of a guide wire by inserting the guide wire into 
the torque adapter and screwing it Color to a closed position. This gives the physician a 
secure finger hold with which to torque an (in situ) guide wire. The 8035 torque adapter 
specifically captures guidewires as small as .032 but no larger than .038.

8031 DISPOSAL BOX

The Needle and Scalpel Disposal Box provides a secure method with which to 
dispose of sharps specific to the angio/cath procedures. The Disposal Box has tape 
on the bottom to secure it to the Angio Drape and the OSHA danger label on a clear 
top. Upon completion of the procedure, “Danger” imprinted tape is provided to seal 
the sharps inside.

8042 MALE-TO-MALE LOCK

The male-lock to male-lock can be used to join two female-locks. The 8042 is 
molded from clear polycarbonate for strength.

8033 FEMALE-TO-FEMALE LOCK

The female-lock to female-lock can be used to join two male-locks. The 8033 is 
molded from clear polycarbonate for strength.

 
8039 Large Catheter Adapter

In Radiology the Large Christmas Tree Adapter can be used to inject contrast media 
through duodenal, esophageal, gastric, and urethral catheter. The Large Christmas 
Tree Adapter is also used with surgical T-tubes for Cholangiography, and foley cath-
eters for Cystography. The 8039 Large Christmas Tree Adapter accommodates lumen 
sizes from .203 to .484. The diameter at the tip of the 8039 adapter is equal to the 
middle diameter on small Christmas Tree Adapters.

8038 Small 4-Winged Catheter Adapter

The Small Regular Christmas Tree Adapter can be used for attaching a urinary 
catheter for renal clearance as well as gastric, cytology or Bronc trays. The Small 
Regular Christmas Tree Adapter can also be used to achieve a female luer lock 
connection with a pediatric foley catheter. The 8038 adapter also has general cath-
eterization applications in X-Ray, Special Procedures, and the Cardiac Pulmonary 
Laboratory. The 8038 Small Regular Christmas Tree Adapter accommodates lumen 
sizes .110 to .281.
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eeeNotes



About Procedure Products

Procedure Products, Inc., founded in 1985, is a United States based firm that is registered and inspected 
by the Federal Food and Drug Administration. The company has 510(k) authorization from the Federal 
Food and Drug Administration to manufacture numerous  
hospital special-procedure needles as well as our signature  
non-glare color-coded syringes and special control syringes in a 
wide variety of sizes and colors. We also manufacture the fol-
lowing items specifically designed for Radiology and Cardiology: 
Guide-wire Torque Devices, Waste Fluid Systems, Adapters, and 
High Pressure  
Connectors.

Procedure Products supplies products of extremely high quality at 
a very competitive price. Procedure Products has the agility and 
flexibility to rapidly respond to the changing needs of our  
customers.  We are the supplier of choice for custom kit and pack manufacturers because of our award-
winning service and our innovative products.

Important: Joint Commission, 2009, National Patent, Safety Goals Elements of Performance for  
NPSG.03.04.01
Labeling occurs when any medication or solution is transferred from the original packaging to another 
container.  



Procedure
Products Inc.
Safety Color TM

 1801 West Fourth Plain Blvd.
Vancouver, WA 98660
Toll Free 888-532-3396
Phone: 360-693-1832

Fax: 360-690-4473




